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TOOLING COMPONENTS
TE-CO Threaded 
Insert Kits

Installation Instructions:

1.	 Drill hole according to table. 
	 TE-CO insert can be used in extra
	 deep or through hole.

2.	 Use standard size tap according to 	
	 table.

3.	 Use bolt as illustrated to install TE-CO Insert.  	
	 Nut prevents hang-up of TE-CO Insert on grip
	 of bolt.  Use two nuts locked against each
	 other to shorten bolt to proper thread length.

	 			 
		  Quantity			 
	 Part	 of	 Insert	 Internal	 External
	 No.	 Inserts	 Part No.	 Thread	 Thread	

Coarse Thread/Fine Thread – Steel

	 42370	 10	 42313	 10-24	 3/8-16	
		  10	 42314	 1/4-20	 7/16-14
		  10	 42315	 5/16-18	 1/2-13
		  10	 42316	 3/8-16	 9/16-12
	 	 6	 42318	 1/2-13	 3/4-10

	 42371	 6	 42318	 1/2-13	 3/4-10
		  7	 42320	 5/8-11	 7/8-9
		  7	 42322	 3/4-10	 1/8
		  2	 42323	 1-8	 1 3/8-12

	 42372	 10	 42324	 10-32	 3/8-16
	 	 10	 42325	 1/4-28	 7/16-14
		  10	 42326	 5/16-24	 1/2-13
		  10	 42327	 3/8-24	 9/16-12
		  6	 42329	 1/2-20	 3/4-10

	 Metric Internal/U.S. External – Steel

	 42373	 10	 42332	 M6 x 1.0	 3/8-16
		  10	 42333	 M8 x 1.25	 1/2-13
		  10	 42334	 M10 x 1.5	 9/16-12
		  6	 42335	 M12 x 1.75	 3/4-10

	 			 
		  Quantity			 
	 Part	 of	 Insert	 Internal	 External
	 No.	 Inserts	 Part No.	 Thread	 Thread	

Metric Internal/Metric External – Steel

	 42374	 10	 42338	 M3 x 0.5	 M6 x 1.0	
		  10	 42339	 M4 x 0.7	 M8 x 1.25
		  10	 42340	 M5 x 0.8	 M8 x 1.25
		  10	 42341	 M6 x 1.0	 M10 x 1.5
	 	 10	 42342	 M8 x 1.25	 M12 x 1.75
	
	 42375	 10	 42342	 M8 x 1.25	 M12 x 1.75
		  10	 42343	 M10 x 1.5	 M16 x 2.0
		  8	 42344	 M12 x 1.75	 M16 x 2.0
		  5	 42345	 M16 x 2.0	 M24 x 3.0

	 303 Stainless Steel, Passivated

	 42376	 10	 42346	 10-24	 3/8-16
		  10	 42347	 1/4-20	 7/16-14
		  10	 42348	 5/16-18	 1/2-13
		  10	 42349	 3/8-16	 9/16-12
		  6	 42351	 1/2-13	 3/4-10
	
	 42377	 10	 42352	 10-32	 3/8-16
		  10	 42353	 1/4-28	 7/16-14
		  10	 42354	 5/16-24	 1/2-13
		  10	 42355	 3/8-24	 9/16-12
		  6	 42357	 1/2-20	 3/4-10


